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Cinterion	bgs2t	manual

.	.	Cinterion	wireless	modules	manual	arts	>>	DOWNLOAD	Cinterion	wireless	modules	manual	arts	>>	READ	ONLINE	.	.	.	.	.	.	.	.	.	.	Manuals	and	free	instruction	guides.	Find	the	user	manual.	ARM9	is	a	registered	trademark	of	ARM	Limited.	©	Copyright	2010,	Cinterion	Wireless	Modules	GmbH	•	Subject	to	changes	in	technology,	design	and
availability	•	Order	No:	L30960Y1000A225	•	Printed	in	Germany.	Wireless	Modules	and	Terminals,	Machine	Identification	Modules	(MIMs),	Application	Enablement	Platform.	Gemalto	M2M’s	Cinterion	products	encompass	a	wide	spectrum	of	M2M	technologies	across	four	categories	including	Alibaba.com	offers	349	cinterion	wireless	modules
products.	The	integrated	CPU	offloads	the	wireless	processing	overhead	from	the	host	appliance	and	enables	consumer	electronic	devices	to	support	WiFi	functions	seamlessly	without	change	of	original	host	processors.	Copyright	©	2010,	Cinterion	Wireless	Modules	GmbH.	Trademark	Notice	Microsoft	and	Windows	are	either	registered	trademarks
or	trademarks	of	Microsoft	Corporation	in	the	If	features	differ	between	the	MC52i	Module	and	the	MC52i	Terminal	this	is	noted	in	the	section	that	refers	to	the	AT	command.	Gemalto’s	broad	portfolio	of	Cinterion	M2M	Modules	and	Terminals	delivers	reliable	cellular	communications	for	any	network	standard	from	2G	to	LTE	including	latest
Machine	Type	Communication.	The	products’	rugged	design,	unparalleled	engineering	and	highest	quality	Cinterion	BGS2T	(RS232)	Terminal	Starter	Kit	–	Getting	Started	Guide.	Page	1.	Reference	Documents	[1]	Cinterion	BGS2T	Hardware	Interface	Cinterion	GSM	Terminal:	Further	documentation	regarding	the	GSM	Terminals	is	provided	on	the
included	CD-ROM.	For	the	latest	information	and	specifications	Cinterion®	BGS8.	Hardware	Interface	Description.	This	document1	describes	the	hardware	of	the	Cinterion®	BGS8	module.	It	helps	you	quickly	retrieve	interface	specifications,	electrical	and	mechanical	details	and	information	on	the	re-quirements	to	be	considered	for	integrating
further	TC65i	Wireless	Module	–	The	M2M	application	platform	At	the	heart	of	the	TC65i	is	the	Java™	Virtual	Machine,	making	it	a	high-performance,	open-platform	module.	Like	all	Cinterion	modules,	the	MC75i,	TC65i,	and	TC63i	come	with	full	type	approval	(FTA).	Промышленный	блок	питания	с	креплением	на	DIN-рейку	предназначен	для
применения	с	GSM/GPRS-модемами	и	роутерами.Блок	питания	12	В	500	мА	(220	В),	модель	BGS2T-1200500,	применяется	c	GSM/GPRS	модемами	Cinterion	BGS2T-485.	GKZS-GSM-006	-	двухдиапазонная	GSM-антенна	на	магнитном	основании	с	кабелем	длиной	2	м	и	SMA-разъёмом.	Предназначена	для	использования	с	GSM-
устройствами,	имеющими	соответствующий	антенный	разъём.GSM-антенна	Antey	924	SMA/FME	с	креплением	на	вертикальную	поверхность,	крепление	установлено	на	антенне.	Антенна	на	кронштейне	предназначена	в	качестве	усиливающей	приемно-передающей	антенны	для	сотовой	связиAntey	915	-	сотовая	антенна	на
магнитной	базе	работает	в	диапазонах	GSM	872-960	МГц/1710-1885	МГц,	обеспечивая	работу	в	стандартах	GSM	900/1800.	Коэффициент	усиления	—	5	дБи.ТРИАДА	SOTA	935	-	GSM	антенна,	предназначена	для	сотовой	связи	GSM	в	диапазоне	900	МГц.	SOTA	935	выполнена	на	кронштейне,	крепится	на	мачту,	усиление	12,5	дБи.
Размеры	антенны:	1005	х	175	x	50	мм.	Антенна	представляет	собой	12-элеметную	антенну	«Волновой	канал».GKZS-GSM-002	-	двухдиапазонная	GSM-антенна	на	магнитном	основании	с	кабелем	длиной	2м	и	SMA-разъёмом.	Предназначена	для	использования	с	GSM-устройствами,	имеющими	соответствующий	антенный	разъём.GSM
антенна	Антей	916	-	автомобильная	выносная	антенна	на	магнитной	базе	предназначена	для	широкого	спектра	применения	с	GSM	устройствами,	работающими	в	частотном	диапазоне	GSM	900/1800.GSM	антенна	Антей	906	SMA	–	внешняя	антенна	на	магнитной	базе.	Антей	906	используется	совместно	с	GSM	устройствами	для
усиления	радиосигнала	и	обеспечения	надёжной	связи.GSM-BY06-SMA	двухдиапазонная	GSM	антенна	на	магнитном	основании	с	кабелем	2,	3,	5	м	и	с	разъёмом	SMA	типа.	Предназначена	для	использования	с	устройствами,	имеющими	соответствующий	антенный	разъём.GSM-BY05-SMA	двухдиапазонная	GSM	антенна	типа
полуволновой	диполь	на	основании	из	самоклеющейся	пленки,	длина	кабеля:		2,	3,	5	м	с	разъёмом		SMA	типа.	Предназначена	для	использования	с	GSM/GPRS	модемами	и	шлюзамиL-образная	двухдиапазонная	GSM	антенна	без	кабеля,	крепящаяся	на	антенный	разъем	SMA	типа.	Предназначена	для	использования	внутри
помещений	с	устройствами,	имеющими	соответствующий	антенный	разъем....GSM	(2G)	антенна	врезная	с	SMA-разъёмом.	Усиление:	5	дБи,	длина	кабеля	1,5.	Хорошо	зарекомендовала	себя	при	работе	с	GSM/GPRS	терминалами	Cinterion,	Robustel,	Позитрон.GSM-антенна	на	магнитном	основании	с	кабелем	3	метра	и	разъёмом	SMA,
усиление	5	дБи,	обеспечивает	уверенный	приём	сигнала	сотовой	связи.GSM	антенна	Антей	905	предназначенна	для	усиления	приёма	GSM	сигнала	и	устанавливается	на	вертикальные	поверхности.	GSM	антенна	ANTEY	905	имеет	коэффициент	усиления	GSM	антенны	-	5	дБи.	GSM-антенна	на	магнитной	базе	Antey	902	SMA	9	дБи
обладает	повышенным	коэффициентом	усиления.	Выполнена	на	магнитной	базе	с	кабелем	3	метра	и	разъёмом	SMA.	Высота	антенны	62	см.GSM	антенна	Антей	901	SMA	применяется	для	усиления	мощности	GSM	сигнала	в	диапазонах	872-960	МГц.	Коэффициент	усиления	Antey	901	-	7	дБи.	Длина	GSM	антенны	51	см.L-образная
компактная	двухдиапазонная	GSM	антенна	без	кабеля,	крепящаяся	на	антенный	разъём	SMA	типа.	Предназначена	для	использования	внутри	помещений	с	устройствами,	имеющими	соответствующий	антенный		разъёмGSM-BY04-SMA	двухдиапазонная	GSM	антенна	на	магнитном	основании	с	кабелем	2,5	метра	и	с	разъёмом	SMA
типа.	Предназначена	для	использования	с	устройствами,	имеющими	соответствующий	антенный	разъём.	BGS2T	can	be	used	with	HW	group	devices	and	softwares	as	Poseidon2	4002,	Damocles2	2404,	HWg-Trigger	and	others	Region:	Emea,	Apac,	Latam	Quad-band	2G,	GPRS	Class	10	Flexible	Mounting,	Compact	Size	Industrial	Interfaces	The
plug-and-play	design	includes	a	robust	plastic	housing	with	unparalleled	mounting	options,	a	range	of	common	industrial	interfaces	such	as	RS-232	and	RS-485	as	well	as	an	integrated	SIM	cardholder	to	enable	easy	deployment.	Quad-Band	support	ensures	global	coverage	for	an	all-in-one	solution	with	data	communications	plus	SMS	and	fax
capabilities.	Like	all	Cinterion	products,	the	BGS2T	terminal	comes	with	full	type	approval	(FTA)	and	is	certified	by	the	largest	carriers	worldwide.	For	sending	SMS	alarms	from:		Poseidon2	4002	Damocles2	2404	HWg-Trigger	adn	others.	Cinterion	BGS2	Terminal	Power	adaptor	with	international	plugs	RS-232	prolong	cable	Antene	with	SMA
connector	and	2	meter	cable			I/O	module	comparison	Expand	your	system	with	local	or	remote	I/O	expansion	modules.		Vision	series	supports	local	&	remote,	M90/M91	supports	local	only.	Exceptions	apply,	call	01480	395256	GPRS/GSM	modems	Part	Number	Description	Installation	Manual	Technical	Specification	GPRS/GSM	Kit,	Siemens	TC65T
Modem,	Quad	band			GPRS/GSM	Kit,	Enfora	GSM1308,	Quad	Band			GPRS/GSM	Kit,	Modem	GPRS,	CINTERION,	BGS2T	GPRS/GSM	Kit,	Modem	GPRS,	CINTERION,	EHS6T	Communication	PC-Modem	cable,	for	TC35	-			Communication	PC-Modem	cable,	for	Wavecom	-			Power	Supplies	Part	Number	Description	Installation	Manual	Technical
Specification	Power	Supply,	24V,1.1A,	for	PLCs	and	modem			Power	Supply,	220VAC,	for	TC35	modem	-			Converters,	Connectors	&	Cables	Part	Number	Description	Installation	Manual	Technical	Specification	RS232	to	RS422/485	converter			USB	to	RS232	converter	-			RS485	plug	for	M91/V120	-			RS485	plug	for	V230/260/280	-			9F	D	to	RJ45
programming	cable	for	Vision	Series	-			HE10-to-screw	terminal	block	kit,	including	DIN-mounted	connector	&	2	HE1-CA100	cables			20-way	ribbon	cable	with	2	X	2.54mm	HE10	sockets,	1	meter			Connection	terminals	for	V350	-			BACnet	to	Modbus	Gateway			KNX	to	Modbus	Gateway			Expansion	adaptor	cables	Part	Number	Description	Installation
Manual	Technical	Specification	Expansion	cable	(0.5m)	Use	with	EX-A2X	only.	-			Expansion	cable	(1m)	Use	with	EX-A2X	only.	-			Expansion	cable	(2m)	Use	with	EX-A2X	only.	-			Expansion	cable	(2.95m)	Use	with	EX-A2X	only.	-			Expansion	cable	(4m)	Use	with	EX-A2X	only.	-			Expansion	cable	(5m)	Use	with	EX-A2X	only.	-			Expansion	cable	(6m)	Use
with	EX-A2X	only.	-			Expansion	cable	(10m)	Use	with	EX-A2X	only.	-			Expansion	cable	(12m)	Use	with	EX-A2X	only.	-			Expansion	cable	(20m)	Use	with	EX-A2X	only.	-			Expansion	cable	(0.5m)	Superceded,	use	with	EX-A1X	only.	-			Expansion	cable	(1m)	Superceded,	use	with	EX-A1X	only.	-			Expansion	cable	(2m)	Superceded,	use	with	EX-A1X	only.	-		
Expansion	cable	(4m)	Superceded,	use	with	EX-A1X	only.	-			Expansion	cable	(5m)	Superceded,	use	with	EX-A1X	only.	-			Expansion	cable	(6m)	Superceded,	use	with	EX-A1X	only.	-			Protective	Screen	Covers	Part	Number	Description	Installation	Manual	Technical	Specification	Lexan	screen	cover.	Suitable	OPLCs:	V130,	V350	-			Lexan	screen	cover.
Suitable	OPLCs:	V130-J,	V350-J	-			Lexan	screen	cover.	Suitable	OPLCs:	V570-J	with	plain	black	front	-			Lexan	screen	cover.	Suitable	OPLCs:	V570	with	silver	frame		-			Lexan	screen	cover.	Suitable	OPLCs:	V1210-J	-			Lexan	screen	cover.	Suitable	OPLCs:	V1040	-			Data	Logger	−	Temperature,	Humidity,	Acceleration	&	Pressure	Tinytag	Data	Loggers
for	Temperature,	RH,	Voltage,	Current,	Power	EL−USB	&	EL−WiFi	Data	Loggers	MSR	Data	Loggers	for	Acceleration,	Temperature,	RH,	Pressure,	Light,	Voltage	Digital	Pressure	Gauge	with	Data	Logger	LEO	Record	Pressure	Data	LoggerLEO	Record	CAPO	Pressure	Data	Logger	Cold	Chain	Data	Loggers	Extreme	Temperature	Data	Loggers
HygroLog	Humidity	Data	Loggers	Triaxial	Shock	&	Vibration	Data	Loggers	T	and	D	Wireless	Data	Loggers	Data	Loggers	−	Multi	Channel	Programmable	Data	Data	Acquisition	Systems	High	Speed	USB	&	LAN	Data	Acquisition	Systems	High	Speed	PC	Cards	Displacement	&	Position	Sensors	Display	&	Control	Products	Signal	Amplifiers	&	PSUs	Flow
Meters	Gas	Detection	Equipment	Gyros	&	Accelerometers	IMU's	&	Tilt	Sensors	Hire	Equipment	Data	Loggers,	Flow	&	Energy	Meters,	Weather	Stations	Level	&	Distance	Sensors	Load	&	Torque	Sensors	Pressure	Sensors	Radio	&	GSM	Telemetry	Serial	Ethernet	&	ModBus	Communications	Solar	&	Wind	Power	Batteries	&	Enclosures	Subsea	&
Offshore	Systems	Temperature	and	Humidity	Test	&	Calibration	Vibration	Monitoring	Voltage	&	Current	Sensors	Energy	Monitoring	Systems	Water	Quality	&	Waste	Water	Management	Systems	Weather	Stations	and	Instruments	Wind	Speed	and	Direction	Sensors	Weather	Stations	MetPak	Automatic	Weather	StationsCustomised	MetPak	Weather
StationMetStream	Weather	Display	with	Web	Browser	InterfaceGMX200	Wind	Speed	&	Direction	Sensor	with	CompassGMX301	Weather	Station	for	Temp,	RH,	Pressure	&	Solar	RadiationGMX400	Weather	Station	for	Temp,	RH,	Pressure	&	PrecipitationGMX500	Weather	Station	for	Wind,	Temp,	RH	&	PressureGMX501	Weather	Station	for	Wind,
Temp,	RH,	Pressure	&	Solar	RadiationGMX531	Weather	Station	-	Wind,	Temp,	RH,	Pressure,	Solar	&	PrecipitationGMX551	Weather	Station	-	Wind,	Temp,	RH,	Pressure,	Solar	&	PrecipitationGMX600	Weather	Station	for	Wind,	Temp,	RH,	Pressure	&	PrecipitationRWS-05	Remote	Weather	StationRWS-07	Portable	Weather	Station	Pyranometers	−
Solar	Irradiance	Radiometers	−	UV,	IR	&	Net	Solar	Irradiance	Suntrackers	−	Direct	&	Diffuse	Irradiance	Light	Level	Sensors	Weather	and	Environmental	Sensors	Accessories	−	Enclosures,	Cable,	Connectors	&	PSUs
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